
La scheda tecnica non riflette tutti i possibili allestimenti della macchina. Richiedi ulteriori informazioni cliccando qui. 
This is a simplified data sheet that does not show all possible rig configurations. For further information click here.
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GEO 602 GT

m.s. i.s.

Potenza Motore
Engine Power kW HP 115 - 119 154 - 159

Livello Emissioni
Emission Level - Step 3A / Tier3 - Step 5 / Tier 4 final (HT line)

Corsa Mast
Mast Feed Stroke mm ft 4.000 13’ 1”

Forza di Spinta
Feed Force daN lbs 6.500 14,612

Forza di Tiro
Retract Force daN lbs 9.500 21,356

Coppia Rotary
Rotary Torque Range daNm lb*ft

* 600 - 1.100
** 1.500 - 2.325

* 4,425 - 8,113
** 11,063 - 17,158

Giri Rotary
Rotary Speed Range rpm

* 90 - 170 
** 80 - 135

Serraggio Morse
Clamp Range mm in 45 - 325 1” 3/4 - 12” 13/16

Peso
Weight kg lbs 11.000 - 13.000 24,200 - 28,700

* Testa Superiore / Upper Head - ** Testa Inferiore / Lower Head

Rotazione - Rotazione
Rotary - Rotary

https://www.comacchio.com/en/products/water-well-and-geothermal/double-head-systems/crawler-mounted-drill-rigs-pkv3/geo-602-gt-1597571710.html
https://www.comacchio.com/en/products/water-well-and-geothermal/double-head-systems/crawler-mounted-drill-rigs-pkv3/geo-602-gt-1597571710.html

